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Real Environment

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.65KG

0.05KG

0.8KG

Lithium
3.6V

2.5Ah

2-2.5h

2h/1000 cuts(according to Φ18branch hardness)

Pruning shear:2 years
Battery:1 year

260W

Brushless

-10℃ to +60℃

3.6V

Φ18mm

18mm

powerful

Strong Power

Maximum cutting capacity

Cutting capacity

Φ25mm

Φ0-25mm

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.84KG

0.18KG

0.98KG

Lithium
7.2V

4Ah

2-2.5h

4h/2100 cuts(according to Φ25branch hardness)

Pruning shear:2 years
Battery:1 year

260W

Brushless

-10℃ to +60℃

7.2V

Electric
Pruner
Series

KH-G12

KH-SCA11

Maximum cutting capacity

Cutting capacity

Φ25mm

Φ0-25mm

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.84KG

0.18KG

0.98KG

Lithium
7.2V

2Ah

1.5h

4h/2100 cuts(according to Φ25branch hardness)

Pruning shear:2 years
Battery:1 year

260W

Brushless

-10℃ to +60℃

7.2V

KH-G10
Electric pruning shears

Electric pruning shears

Electric pruning shears

El
ec

tri
c 

Pr
un

er
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Real Environment

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.9KG

0.22KG

1.66KG

Lithium
16.8V

2Ah

2-2.5h

4h/4000 cuts(according to Φ25branch hardness)

Pruning shear:2 years
Battery:1 years

360W

Brushless

-10℃ to +60℃

16.8V

Φ25mm

Φ15-25mm

Finger protect

2 Open size cutting

Cutting prevention 2 Open size cutting

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ25mm

Φ15-25mm

2 Cutting size changed

2 Open size cutting

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ32mm

Φ15-32mm

Finger protect

Prograssive cutting+led screen

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.98KG

0.22KG

1.74KG

Lithium
16.8V

2.5Ah

2-2.5h

4h/4000 cuts(according to φ32branch hardness)

Pruning shear:2 years
Battery:1 years

380W

Brushless

-10℃ to +60℃

16.8v

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.86KG

0.22KG

1.6KG

Lithium
16.8V

2Ah

2-2.5h

4h/4000 cuts(according to Φ25branch hardness)

Pruning shear:2 years
Battery:1 years

320W

Brushless

-10℃ to +60℃

16.8V

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.89KG

0.14KG

1.02KG

Lithium
10.8V

2.5Ah

2-2.5h

4h/4000 cuts(according to Φ25branch hardness)

Pruning shear:2 years
Battery:1 year

320W

Brushless

-10℃ to +60℃

10.8V

Φ25mm

Φ15-25mm

Finger protect

Prograssive cutting+LED Screen

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.89KG

0.14KG

1.02KG

Lithium
10.8V

2.5Ah

2-2.5h

4h/4000 cuts(according to Φ25branch hardness)

Pruning shear:2 years
Battery:1 years

320W

Brushless

-10℃ to +60℃

10.8V

Φ25mm

Φ15-25mm

Finger protect

Prograssive cutting+LED Screen

Maximum cutting capacity

Cutting capacity

Function

Φ25mm

Φ15-25mm

Finger protect

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.89KG

0.22KG

1.02KG

Lithium
16.8V

2Ah

2-2.5h

4h/4000 cuts(according to Φ25branch hardness)

Pruning shear:2 years
Battery:1 years

360W

Brushless

-10℃ to +60℃

16.8V

Electric pruning shears

Electric pruning shears

Electric pruning shears

Electric pruning shears

Electric pruning shears

Electric pruning shears

KH-G05

KH-G08-2

KH-G03-F

KH-G03

KH-G03-T

KH-G03-W
FOC

FOC

FOCFOC

FOC

El
ec

tri
c 

Pr
un

er
 



9 10

Real Environment

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.15KG

0.28KG

3.78KG

Lithium
21V

2.5Ah

2-2.5h

4h/4000 cuts(according to Φ38branch hardness)

Pruning shear:2 years
Battery:1 years

720W

Brushless

-10℃ to +60℃

21V

Φ38mm

Φ15-38mm

Finger protect

Prograssive cutting+LED Screen

Finger protect

Prograssive cutting+LED Screen

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ38mm

Φ25-38mm

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ38mm

Φ25-38mm

Finger protect

Prograssive cutting+LED Screen

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.36KG

0.34KG

3.78KG

Lithium
25.2V

2.5Ah

2-2.5h

4h/4500 cuts(according to Φ38branch hardness)

Pruning shear:2 years
Battery:1 years

800W

Brushless

-10℃ to +60℃

25.2V

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.36KG

0.34KG

3.78KG

Lithium
25.2V

2.5Ah

2-2.5h

4h/4500 cuts(according to Φ38branch hardness)

Pruning shear:2 years
Battery:1 years

800W

Brushless

-10℃ to +60℃

25.2V

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.96KG

0.24KG

1.94KG

Lithium
16.8V

2.5Ah

2-2.5h

4h/4000 cuts(according to Φ32branch hardness)

Pruning shear:2 years
Battery:1 years

380W

Brushless

-10℃ to +60℃

16.8V

Φ32mm

Φ15-32mm

Finger protect

Prograssive cutting+LED Screen

Function

Cutting prevention

Finger protect

Prograssive cutting

Maximum cutting capacity

Cutting capacity

Φ40mm

Φ25-40mm

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ35mm

Φ25-35mm

Finger protect

Prograssive cutting

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.05KG

0.24KG

3.48KG

Lithium
16.8V

4ah

2-2.5h

4h/4000 cuts(according to φ35branch hardness)

Pruning shear:2 years
Battery:1 years

420W

Brushless

-10℃ to +60℃

16.8V

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.15KG

0.26KG

3.8KG

Lithium
21V

4Ah

2-2.5h

4h/4000 cuts(according to Φ40branch hardness)

Pruning shear:2 years
Battery:1 years

680W

Brushless

-10℃ to +60℃

21V

KH-G03-Y

KH-G03-H

KH-G02-T

KH-G04-T

KH-G04-FKH-G04-N

FOC FOC

FOC

FOC FOC

FOC

Electric Pruning shearsElectric Pruning shears

Electric Pruning shearsElectric Pruning shears

Electric Pruning shearsElectric Pruning shears

El
ec

tri
c 

Pr
un

er
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Real Environment

Rod length

Torque stage

Function

Cutting diamter

Complete set weight

Battery weight

battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 2.35KG

0.34KG

4.28KG

Lithium
25.2V

2.5Ah

2-2.5h

4h/4000 cuts(according to Φ40branch hardness)

Pruning shear:2 years
Battery:1 years

800W

Brushless

-10℃ to +60℃

25.2V

1.6m

16 position

2different cutting size

Φ25-40mm

Rod length

Torque stage

Function

Cutting diamter

0.8m

16 position

Rod length

Torque stage

1.7~2.4m

16 position

2different cutting size

Φ25-40mm

Φ25-40mm

Finger protectFunction

Cutting prevention

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.8KG

0.34KG

5KG

Lithium
25.2V

2.5Ah

2-2.5h

2.5h/100 cuts(according to Φ40branch hardness)

Pruning shear:2 years
Battery:1 years

800W

Brushless

-10℃ to +60℃

25.2V

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 2.35KG

0.34KG

4.28KG

Lithium
25.2V

2.5Ah

2-2.5h

2.5h/4000 cuts(according to Φ40branch hardness)

Pruning shear:2 years
Battery:1 years

800W

Brushless

-10℃ to +60℃

25.2V

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.89KG

1.9KG

6.5KG

Lithium
43.2V

4Ah

2-2.5h

8h/4000 cuts(according to Φ40branch hardness)

Pruning shear:2 years
Battery:1 years

800W

Brushless

-10℃ to +60℃

43.2V

Φ40mm

Φ25-40mm

Finger protect

Prograssive cutting

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ45mm

Φ25-45mm

Finger protect

Prograssive cutting

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ40mm

Φ25-40mm

Finger protect

Prograssive cutting+LED Screen

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.32KG

0.34KG

3.48KG

Lithium
43.2V

4Ah

2-2.5h

8h/4500 cuts(according to Φ45branch hardness)

Pruning shear:2 years
Battery:1 years

820W

Brushless

-10℃ to +60℃

43.2V

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.87KG

1.5KG

6KG

Lithium
43.2V

2.5Ah

2-2.5h

8h/4000 cuts(according to Φ40branch hardness)

Pruning shear:2 years
Battery:1 years

800W

Brushless

-10℃ to +60℃

43.2V

KH-G04 KH-SCA6

KH-SCA7

KH-G03-D

KH-SCA4

KH-G04-W
Electric Pruning shears Electric Pruning shears

Electric Pruning shears

Electric Pruning shearsElectric Pruning shears

Electric Pruning shears

El
ec

tri
c 

Pr
un

er
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Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ38mm

Φ25-38mm

Finger protect

Prograssive cutting+LED Screen

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.36KG

0.34KG

3.78KG

Lithium
25.2V

2.5Ah

2-2.5h

4h/4500 cuts(according to Φ38branch hardness)

Pruning shear:2 years
Battery:1 years

800W

Brushless

-10℃ to +60℃

25.2V

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ32mm

Φ15-32mm

Finger protect

Prograssive cutting+LED Screen

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.98KG

0.22KG

1.74KG

Lithium
16.8V

2.6Ah

2-2.5h

4h/4000 cuts(according to Φ32branch hardness)

Pruning shear:2 years
Battery:1 years

380W

Brushless

-10℃ to +60℃

16.8V
Real Environment

Cutting prevention 2 Open size cutting

Maximum cutting capacity

Cutting capacity

Function

Φ30mm

Φ15-30mm

Finger protect

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.89KG

0.22KG

1.02KG

Lithium
16.8V

2Ah

2-2.5h

4h/4000 cuts(according to Φ30branch hardness)

Pruning shear:2 years
Battery:1 years

220W

Brushless

-10℃ to +60℃

16.8V

Real Environment

Cutting prevention 2 Open size cutting

Maximum cutting capacity

Cutting capacity

Function

Φ30mm

Φ15-30mm

Finger protect

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 0.89KG

0.22KG

1.02KG

Lithium
16.8V

2.5Ah

2-2.5h

4h/4000 cuts(according to Φ30branch hardness)

Pruning shear:2 years
Battery:1 years

260W

Brushless

-10℃ to +60℃

16.8V

KH-G03-Z KH-G08-3

KH-G03-E

KH-SCA9

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ35mm

Φ25-35mm

Finger protect

Prograssive cutting

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.05KG

0.24KG

3.48KG

Lithium
16.8V

4Ah

2-2.5h

4h/4000 cuts(according to Φ35branch hardness)

Pruning shear:2 years
Battery:1 years

420W

Brushless

-10℃ to +60℃

16.8V

Maximum cutting capacity

Cutting capacity

Function

Cutting prevention

Φ35mm

Φ25-35mm

Finger protect

Prograssive cutting

Complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Pruning shear weight(with battery) 1.05KG

0.24KG

3.48KG

Lithium
16.8V

4.6Ah

2-2.5h

4h/4000 cuts(according to Φ35branch hardness)

Pruning shear:2 years
Battery:1 years

450W

Brushless

-10℃ to +60℃

16.8V

FOC

KH-SCA10

KH-G02
Electric Pruning shears

Electric Pruning shears

Electric Pruning shears Electric Pruning shears

Electric Pruning shears

Electric Pruning shears

El
ec

tri
c 

Pr
un

er
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KS-OS

KS-OS-Y

Complete set weight

Wire

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight(with battery) 2.3KG

15m

3.68KG

Lithium
12V

20Ah

20Ah

2-2.5h

150W

Brush

-10℃ to +60℃

12V
Real Environment

Torque Stage

Oscilation Frequency

No-loading speed

Brushless motor torque stage

6500rpm

500-1100rpm

16 Position

16 Position

Complete set weight

Wire

Battery

Rated voltage

Amperage or capacity

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight 2.3KG

15m

5.5KG

Lithium
12V

12V

20Ah
2-2.5h

250W

Brushless

-10℃ to +60℃

Real Environment

Torque Stage

Oscilation Frequency

No-loading speed

Brushless motor torque stage

6500rpm

500-1100rpm

16 Position

16 Position

Complete set weight

Wire

Battery

Rated voltage

Amperage or capacity

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight 2.3KG

15m

5.5KG

Lithium
12V

12V

20Ah
2-2.5h

Olive shaker:2 years
Battery:1 years

600W

Brushless

-10℃ to +60℃

Torque Stage

Oscilation Frequency

No-loading speed

Brushless motor torque stage

6500rpm

500-1100rpm

16 Position

16 Position

KS-OS-T

Real Environment

Torque Stage

Oscilation Frequency

No-loading speed

Brushless motor torque stage

8500rpm

1800-2100rpm

16 Position

16 Position

Complete set weight

Battery weight

Battery

Rated voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature
Maximum voltage

Product weight 2.45KG

0.64KG

4.65KG

Lithium

21-60V

21-60V

5.2Ah/15Ah

5.2Ah/15Ah

2-2.5h
Olive shaker：2 years

Battery:1 years

Olive shaker：2 years
Battery:1 years

Olive shaker:2 years
Battery:1 years

Olive shaker：2 years
Battery:1 years

Olive shaker：2 years
Battery:1 years

800W

Brushless

-10℃ to +60℃

KS-OS-X

Real Environment

Torque Stage

Oscilation Frequency

No-loading speed

Brushless motor torque stage

13000rpm

1800rpm

16 Position

16 Position

Complete set weight

Battery weight

Battery

Rated voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature
Maximum voltage

Product weight 3.48KG

0.64KG

5.94KG
Lithium

36V

36V

4Ah

4Ah

2-2.5h

850W

Brushless

-10℃ to +60℃

KS-OS-Z

KS-OS-W

Real Environment

Torque Stage

Oscilation Frequency

No-loading speed

Brushless motor torque stage

16500rpm

2300rpm

16 Position

16 Position

Complete set weight

Wire

Battery

Rated voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature
Maximum voltage

Product weight 2.7KG

4.35KG

15m

Lithium

12V

12V

20Ah

20Ah

2-2.5h

2300W

Brushless

-10℃ to +60℃

Electric Olive shaker

Electric Olive shaker

Electric Olive shaker

Electric Olive shaker

Electric Olive shaker

Electric Olive shaker

El
ec

tri
c 

O
liv

e 
sh

ak
er
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Guide bar slot

Driving link

Chain pitch

Chain speed

A complete set weight

Battery weight

battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

motor

Work temperature

Maximum voltage

Saw weight(with battery) 1KG

0.22KG

2.5KG

Lithium
10.8V

2.5Ah
0.5h/50 cuts(according to

Φ100branchi hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

350W

Brushless

-10℃ to +60℃

10.8V

4″

1/4″(6.35)

29

8m/s02
KH-HS-E

Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1KG

0.22KG

2.5KG

Lithium
10.8V

2.5Ah
0.5h/50 cuts(according to

Φ100branchi hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

250W

Brush

-10℃ to +60℃

10.8V

4″

1/4″(6.35)

28

6m/s

KH-HS-X

Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.2KG

0.22KG

4.3KG

Lithium
16.8V

2.5Ah
0.75h/80 cuts(according to

Φ100branchi hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

450W

Brushless

-10℃ to +60℃

16.8V

4″

1/4″(6.35)

29

11m/s

KH-HS

Electric Chain saw

Electric Chain saw

Electric Chain saw

El
ec

tri
c 

C
ha

in
 s

aw

Electric
chain saw
series
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Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.2KG

0.24KG

3.5KG

Lithium
16.8V

2Ah
0.75h/80 cuts(according to

Φ100branchi hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

350W

Brushless

-10℃ to +60℃

16.8V

5″

1/4″(6.35)

32

9.5m/s

KS-HS-X

Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.2KG

0.24KG

3.5KG

Lithium
16.8V

2Ah
0.75h/80 cuts(according to

Φ100branchi hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

350W

Brushless

-10℃ to +60℃

16.8V

6″

1/4″(6.35)

36

9.5m/s

KS-HS-J

Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.2KG

0.24KG

3.5KG

Lithium
16.8V

4Ah
0.75h/110 cuts(according to

Φ100branchi hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

380W

Brushless

-10℃ to +60℃

16.8V

6″

1/4″(6.35)

39

9.5m/s

KS-HS-W

Real Environment

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.62KG

0.64KG

5.58KG

Lithium
21V

5.2Ah
0.9h/150 cuts(according to

Φ100 branch hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

600W

Brushless

-10℃ to +60℃

21V

4″

1/4″(6.35)

15ml

15m/s

KH-HS-T

Guide bar slot

Driving Link

Chain Pitch

Chain speed

oil tank

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.65KG

0.76KG

5.58KG

Lithium
25.2V

2.5Ah/4Ah
1h/120 cuts(according to

Φ100branch hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

600W

Brushless

-10℃ to +60℃

25.2V

7″

1/4″(6.35)

43

16m/s

60ml

KS-HS-T

Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.89KG

0.58KG

4.3KG

Lithium

21V

4Ah

0.5h

2-2.5h
Chain saw:2 years

Battery:1 years

350W

Brushless

-10℃ to +60℃

21V

6″

1/4″(6.35)

36

8m/s

KH-HS-Y

Electric Chain saw

Electric Chain saw

Electric Chain saw

Electric Chain saw

Electric Chain saw

Electric Chain saw

El
ec

tri
c 

C
ha

in
 s

aw



Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.89KG

0.58KG

4.3KG

Lithium
21V

4Ah

0.5h

2-2.5h
Chain saw:2 years

Battery:1 years

800W

Brushless

-10℃ to +60℃

21V

8″

1/4″(6.35)

48

13.5m/s

KS-HS-Y

Real Environment

Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.89KG

0.58KG

4.3KG

Lithium
21V

4Ah
2h/400 cuts(according to

Φ80branchi hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

500W

Brushless

-10℃ to +60℃

21V

6″

1/4″(6.35)

39

12m/s

KS-HS

Real Environment

Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.89KG

0.58KG

4.3KG

Lithium
21V

2Ah
2h/400 cuts(according to

Φ80branchi hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

280W

Brush

-10℃ to +60℃

21V

6″

1/4″(6.35)

39

6m/s

KS-HS-F

Real Environment

Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 1.89KG

0.58KG

4.3KG

Lithium
21V

4Ah
2h/400 cuts(according to

Φ80branchi hardness)

2-2.5h
Chain saw:2 years

Battery:1 years

680W

Brushless

-10℃ to +60℃

21V

8″

1/4″(6.35)

46

13m/s

KS-HS-E

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery)

21 22

KS-HS-C

Guide bar slot

Driving Link

Chain Pitch

Chain speed

8″

1/4″(6.35)

46

13m/s

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 2.46KG

1.5KG

3.8KG

Lithium
43.2V

2.5Ah

2h/220 cuts(according to Φ100branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

1300W

Brushless

-10℃ to +60℃

43.2V

KS-HS-G

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

8″

1/4″(6.35)

60ml

18m/s

Electric Chain sawElectric Chain saw

Electric Chain saw

Electric Chain saw Electric Chain saw

Electric Chain saw

El
ec

tri
c 

C
ha

in
 s

aw

1.89KG

0.58KG

4.3KG

Lithium
21V

4Ah

2h/400 cuts(according to Φ80branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

680W

Brushless

-10℃ to +60℃

21V



A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.2KG

0.64KG

5.98KG

Lithium
21V*2

4Ah

2h/240 cuts(according to Φ200branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

1200W

Brushless

-10℃ to +60℃

21V*2

KH-HS-B

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

16″

1/4″(6.35)

200ml

20m/s

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.2KG

0.64KG

5.98KG

Lithium
40V

4Ah

2h/240 cuts(according to Φ200branchi hardness)

2-2.5h
Chain saw:2 years Battery:1 years

1800W

Brushless

-10℃ to +60℃

40V

KH-HS-F

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

16″

1/4″(6.35)

200ml

23m/s

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.2KG

0.64KG

5.8KG

Lithium
25.2V

5.2Ah

2h/280 cuts(according to Φ200branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

1100W

Brushless

-10℃ to +60℃

25.2V

KS-HS-B

Guide bar slot

Driving Link

Chain Pitch

Chain speed

14″

1/4″(6.35)

53

20m/s

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.2KG

0.64KG

5.8KG

Lithium
21V

5.2Ah

2h/280 cuts(according to Φ200branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

800W

Brushless

-10℃ to +60℃

21V

KF-HS-Z

Guide bar slot

Driving Link

Chain Pitch

Chain speed

10″

1/4″(6.35)

49

18m/s

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.2KG

0.64KG

5.8KG

Lithium
21V

5.2Ah

2h/280 cuts(according to Φ200branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

680W

Brushless

-10℃ to +60℃

21V

KS-HS-Z

Guide bar slot

Driving Link

Chain Pitch

Chain speed

12″

1/4″(6.35)

49

18m/s

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.2KG

0.64KG

5.8KG

Lithium
21V

5.2Ah

2h/280 cuts(according to Φ200branchi hardness)

2-2.5h
Chain saw:2 years Battery:1 years

680W

Brushless

-10℃ to +60℃

21V

KS-HS-Z-2

Guide bar slot

Driving Link

Chain Pitch

Chain speed

12″

1/4″(6.35)

49

18m/s

23 24

Electric Chain saw Electric Chain saw

Electric Chain saw Electric Chain saw

Electric Chain saw Electric Chain saw

El
ec

tri
c 

C
ha

in
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aw
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A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 7.42KG

1.74KG

8.25KG

Lithium
43.2V

5Ah

1h/110 cuts(according to Φ200branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

1350W

Brushless

-10℃ to +60℃

43.2V

KH-HS-I

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

12″

1/4″(6.35)

130ml

19m/s

KH-HS-Z

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.5KG

0.42KG

2.5KG

Lithium
21V

4Ah

0.5h/50 cuts(according to Φ100branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

600W

Brushless

-10℃ to +60℃

21V

KS-HS-N

Guide bar slot

Driving Link

Chain Pitch

Chain speed

Length

10″

3m
Length 3m

Length 3.5m

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.28KG

0.64KG

4.08KG

Lithium
25.2V

5.2Ah

1h/120 cuts(according to Φ100branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

680W

Brushless

-10℃ to +60℃

25.2V

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

8″

1/4″(6.35)

15ml

16m/s

Length 3m

1/4″(6.35)

48

18m/s

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 7.42KG

1.74KG

8.25KG

Lithium
21V

4Ah

1h/110 cuts(according to Φ200branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

500W

Brushless

-10℃ to +60℃

21V

KS-HS-P

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

8″

1/4″(6.35)

15ml

11m/s

KS-HF-F

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.2KG

0.64KG

5.98KG

Lithium
40V

4Ah

2h/240 cuts(according to Φ200branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

1300W

Brushless

-10℃ to +60℃

40V

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

16″

1/4″(6.35)

200ml

20m/s

Guide bar slot

Driving Link

Chain Pitch

Chain speed

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 6.15KG

1.74KG

7.78KG

Lithium
43.2V

5Ah

30 cuts(according to Φ800branch hardness)

2-2.5h

Chain saw:2 years Battery:1 years

2300W

Brushless

-10℃ to +60℃

43.2V

16″

3/8″(7.25)

63

26.5m/s

KH-HS-C

Electric Chain saw

Electric Chain saw

Electric Chain saw

Electric Chain saw

Electric Chain saw

Electric Chain saw

El
ec

tri
c 

C
ha

in
 s

aw



A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.83KG

0.76KG

5.38KG

Lithium
25.2V

5.2Ah

1h

2-2.5h

1380W

Brushless

-10℃ to +60℃

25.2V

KH-HS-N

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

12″

1/4″(6.35)

80ml

23m/s

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Saw weight(with battery) 3.28KG

0.64KG

4.08KG

Lithium
21V

5.2Ah

1h/120 cuts(according to Φ100branchi hardness)

2-2.5h

Chain saw:2 years Battery:1 years

Chain saw:2 years Battery:1 years

Chain saw:2 years Battery:1 years

680W

Brushless

-10℃ to +60℃

21V

Length 3m

27 28

KH-HS-Z-2

KS-HS-M

Guide bar slot

Driving Link

Chain Pitch

Chain speed

10″

1/4″(6.35)

46

13m/s

STRONG POWER

Electric Chain saw

Electric Chain saw

Electric Chain saw

Guide bar slot

Oil Tank

Chain Pitch

Chain speed

8″

1/4″(6.35)

15ml

16m/s

Length 3m

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight(with battery) 6.8KG

0.6KG

7.4KG

Lithium
21V+21V

21V+21V

4Ah

2-2.5h

40min

1500W

Brushless

-10℃ to +60℃

El
ec

tri
c 

C
ha

in
 s

aw
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Electric mini hand trimmer
KC-02

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Output speed

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Trimmerweight(with battery) 1.5KG

0.64KG

3.2KG

Lithium
21V

5000rpm

4Ah

electric mini hand trimmer:2 years    battery:1 years

2-2.5h

80W

Brush

-10℃ to +60℃

21V

Cutting length

Cutting length

Max cutting diameter

No loading time

160mm

<8mm

80mm(grass)

>45min

KC-01

KC-33
Electric hedge trimmer

Electric hedge trimmer

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Machine

Work temperature

Maximum voltage

Product weight(with battery) 1.72KG

0.34KG

2.98KG

Lithium
21V

4Ah

2-2.5h

3.5h

machine:2 years     battery:1 years

350W

Brushless

-10℃ to +60℃

21V

Blade length

No loading speed

420mm

5000rpm

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Machine

Work temperature

Maximum voltage

Product weight(with battery) 1.72KG

0.34KG

2.98KG

Lithium
21V

4Ah

2-2.5h

3.5h

machine:2 years battery:1 years

350W

Brushless

-10℃ to +60℃

21V

Blade length

No loading speed

420mm

5000rpm

El
ec

tri
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 tr
im

m
er
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Hedge
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Electric
Tea
Machine

04
KH-GL100

KH-GL200

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight(without battery) 1.3KG

0.34KG

3.68KG

Lithium
21-24V

21-24V

2-2.5h
2-2.5h

Tea machine:2 years
Battery:1 year

500W

brushless

-10℃ to +60℃

4Ah or 10Ah or12Ah

A complete set weight

Battery weight

Battery

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight(without battery)

Brushless motor

5500rpm/min

Blade Length

Power

Motor

Rpm

330mm cutting

4Ah or 10Ah or12Ah

500W

Battery

Brushless motor

5500rpm/min

Blade Length

Power

Motor

Rpm

330mm cutting

4Ah or 10Ah or12Ah

500W

1.4KG

0.34KG

3.68KG

Lithium
21-24V

21-24V

2-2.5h
2-2.5h

Tea machine:2 years
Battery:1 year

500W

brushless

-10℃ to +60℃

4Ah or 10Ah or12Ah

Battery

Brushless motor

5500rpm/min

Blade Length

Power

Motor

Rpm

330mm cutting

4Ah or 10Ah or12Ah

500W

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight(without battery) 1.5KG

0.34KG

3.68KG

Lithium
21-24V

21-24V

2-2.5h
2-2.5h

Tea machine:2 years
Battery:1 year

500W

brushless

-10℃ to +60℃

4Ah or 10Ah or12Ah

KH-GL300

El
ec

tri
c 

Te
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Electric
Tiller

Battery

Brushless motor

5500rpm/min

Blade Length

Power

Motor

Rpm

330mm cutting

4Ah or 10Ah or12Ah

500W

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight(without battery) 1.5KG

0.34KG

3.68KG

Lithium
21-24V

21-24V

2-2.5h
2-2.5h

500W

-10℃ to +60℃

4Ah or 10Ah or12Ah

Battery

Brushless motor

5500rpm/min

Blade Length

Power

Motor

Rpm

330mm cutting

4Ah or 10Ah or12Ah

500W

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight(without battery) 1.55KG

0.34KG

3.68KG

Lithium
21-24V

21-24V

2-2.5h
2-2.5h

500W

-10℃ to +60℃

4Ah or 10Ah or12Ah

Battery

Brushless motor

5000rpm/min

Blade Length

Power

Motor

Rpm

410mm cutting

4Ah or 10Ah or12Ah

500W

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity

Autonomy per battery

Charging time

Warranty

Maximum power

Motor

Work temperature

Maximum voltage

Product weight(without battery) 1.5KG

0.34KG

3.68KG

Lithium
21-24V

21-24V

2-2.5h
2-2.5h

Tea machine:2 years
Battery:1 year

500W

brushless

Tea machine:2 years
Battery:1 year

brushless

Tea machine:2 years
Battery:1 year

brushless

-10℃ to +60℃

4Ah or 10Ah or12Ah

KH-GL400

KH-GL500

KH-GL600
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KE-L-01
Electric tiller

A complete set weight

Battery weight

Battery
Rate voltage

Amperage or capacity

No-loading speed
Cultivation width

Cultivation depth
Power

Current

Product weight(with battery) 1.3KG

0.26KG
1.9KG

Lithium
21V

2Ah

19200rpm
100mm

100mm

3A

550W

Blade

Motor

65mn
brush#550

Electric tiller

A complete set weight

Battery weight

Battery
Rate voltage

Amperage or capacity
No-loading speed

Cultivation width

Cultivation depth

Power
Current

Product weight(with battery) 2.9kg
0.26kg

3.2kg

Lithium
21V

2Ah
230rpm/min

155mm

160mm

3A
350W

Blade

Motor

65mn
Brushless

KE-L-02
Electric tiller

A complete set weight

Battery weight

Battery
Rate voltage

Amperage or capacity
No-loading speed

Cultivation width
Cultivation depth

Power

Current

Product weight(with battery) 1.85KG
0.26KG

2.3KG
Lithium

21V

2Ah
460rpm

80mm
80mm

3A

350W

Blade

Motor

65mn

Brush#550

Electric tiller

A complete set weight

Battery weight

Battery
Rate voltage

Amperage or capacity

No-loading speed

Cultivation width
Cultivation depth

Power
Current

Product weight(with battery) 1.85KG
0.26KG

2.3KG

Lithium
21V

2Ah

250rpm/min

105mm
125mm

3A
350W

Blade

Motor

65mn
Brush#550

KE-L-03

KE-L-04

KE-L-05
Electric tiller

A complete set weight

Battery weight

Battery
Rate voltage

Amperage or capacity
No-loading speed

Cultivation width
Cultivation depth

Power

Current

Product weight(with battery) 3.6KG
0.6KG
4.3KG

Lithium
21V

2Ah

220rpm/min

225mm
160mm

3A

350W

Blade

Motor

65mn

brush#775

Electric tiller

A complete set weight

Battery weight

Battery

Rate voltage

Amperage or capacity
No-loading speed

Cultivation width

Cultivation depth

Power
Current

Product weight(with battery) 3.6KG
0.6KG
4.3KG

Lithium

21V

2Ah
220rpm/min

225mm

160mm

3A
350W

Blade

Motor

65mn

brush#775

KE-L-06
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KE-L-08

KE-L-09

KE-L-10

KE-L-11

A complete set weight

Rate voltage

Input power

No-loading speed

Blade

Working width

Power

5 height position adjustment

Collection bag

Product weight 11kg

12.8kg

110V Or 220V

3500rpm

65mn

320mm

Working depth 5-75mm

1200W

35L

-11，-7，-3，+3，+10 mm

Motor Brush

KE-L-12

KE-L-07
Electric tiller

Electric 2 in 1 rake and scarifierElectric tiller

A complete set weight

Battery

Rate voltage

No-loading speed

Working width

Working depth

Dimensions  of the chopping tool

Power

Current

Product weight 8.5KG

9.3KG

Lithium

120 or 220V

390rpm/min

360mm

180mm

Φ180mm

6.5A

800W

Blade

Motor

65mn

brush#770

Electric tiller

A complete set weight

Battery

Rate voltage

No-loading speed

Working width

Working depth

Blade diameter

Power

Current

Product weight 8.5KG

11KG

Lithium 4000mAh

21V+21V

280rpm/min

360mm

200mm

200mm

6.5A

800W

Blade

Motor

65mn

brushless

Electric tiller

A complete set weight

Battery

Rate voltage

No-loading speed

Cutting width

Cuting Depth

Rated speed

Power

Current

Product weight 8.3KG

11.5KG

Lithium

40V

3100rpm/min

360mm

260mm

2800RPM

4A

1350W

Blade

Motor

65mn

brushless

Electric tiller

A complete set weight

Rate voltage

Idle speed

Working width

Working  depth

Dimensions  of the chopping tool

Power

Current

Product weight 4.8KG

5.8KG

110 or 220V

360mm

390mm

180mm

Φ180mm

6.5A

1000W

Blade

Motor

65mn

Brush

A complete set weight

Rate voltage

No-loading speed

Working width

Working  depth

Dimensions  of the chopping tool

Power

Current

Product weight 13KG

14.5KG

110 or 220V

420rpm/min

390mm

200mm

Φ180mm

6.5A

2300W

Blade

Motor

65mn

Brush

12A
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Amperage or capacity 4Ah

 

KE-L-14

KE-L-15

KE-L-13
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A complete set weight

Rate voltage

Input power

No-loading speed

Blade

Working width

Power

5 height position adjustment

Collection bag

Product weight 12KG

13.8KG

110V or 220V

3500RPM

65MN

360mm

Working depth 5-75mm

600W

35L 

-7.5  -5  -3.5   +2 +9 mm

Motor Brushless

12A

A complete set weight

Rate voltage

Input power

No-loading speed

Blade

Working width

Working depth

Power

5 height position adjustment

Collection bag

Product weight 12KG

13.8KG

110V or 220V

3500RPM

65MN

400mm

5-75mm

1300W

50L 

-12  -9  -6   -3 +6 mm

Motor Brush

15A

A complete set weight

Battery
Rate voltage

Input power

No-loading speed

Blade
Working width

Power
5 height position adjustment

Collection bag

Product weight(without battery) 11.5KG

13.2KG

Lithium
40V

3000RPM

65MN
380mm

Working depth 5-75mm
650W

50L 

-11，-7，-3，+3，+10 mm

Motor Brushless

Electric 2 in 1 rake and scarifier

12A

Electric 2 in 1 rake and scarifier

Electric 2 in 1 rake and scarifier

Sn
ow
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Electric
Snow
Thrower




